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Table 1
Engine Options by Year for the SJ Model 

SJ Model Engines

OPTIONAL ENGINES
YEAR Standard Engine Option 1 Option 2
1963 230 (3.77) none none
1964 230 (3.77) low comp. 230 none
1965 230 a (3.77) 232 327
1966 232 (3.8) 327 none
1967 232 (3.8) 327 none
1968 232 (3.8) 327 none
1969 232 (3.8) Buick 350 none
1970 232 (3.8) Buick 350 none
1971 232 a (3.8) 258 304 / 360
1972 258 (4.2) 304 360
1973 258 (4.2) 360 2v 360 4v
1974 360 2v (5.9) 360 4v 401 4v
1975 360 2v (5.9) 360 4v 401 4v
1976 360 2v (5.9) 360 4v 401 4v
1977 360 2v (5.9) 360 4v 401 4v
1978 360 2v (5.9) 360 4v 401 4v
1979 360 2v (5.9) none none
1980 360 2v (5.9) none none
1981 258 (4.2) 360 2v none
1983 258 (4.2) 360 2v none
1984 258 (4.2) 360 2v none
1985 258 (4.2) 360 2v none
1986 258 (4.2) 360 2v none
1987 360 2v (5.9) none none
1988 360 2v (5.9) none none
1989 360 2v (5.9) none none
1990 360 2v (5.9) none none
1991 360 2v (5.9) none none

Note. Engines listed in cubic inches, Metric value in parens.
a phased out mid-year


